
 

  

   

 

Pursuant to Section 104 of the Resource Management Act 1991  

The Canterbury Regional Council (known as Environment Canterbury)  

  

 

GRANTS TO:  Fulton Hogan Limited  

A DISCHARGE PERMIT (S15):  
To discharge contaminants into air from an industrial or trade 

premise or process  

COMMENCEMENT DATE:  03 Nov 2021  

DATE CONSENT NUMBER 

ISSUED:  

30 Jun 2022  

EXPIRY DATE:  03 Nov 2056  

LOCATION:  107 Dawsons Road & 220 Jones Road, Templeton  

  

 

  
SUBJECT TO THE FOLLOWING CONDITIONS:  

    

  General Conditions of Consents  

  

Authorised Activities  

  

1. These consents authorise the following list of activities undertaken at 107 Dawsons 

Road and 220 Jones Road, Templeton, legally described as Rural Section 6475 

and Rural Section 6324, Lot 1 Deposited Plan 4031, Rural Section 6342, Section 7 

Survey Office Plan 510345, Rural Section 5381 and Section 6 Survey Office Plan 

510345, at or about map reference NZTM2000 1555356mE, 5177132mN as 

shown on Plan CRC224104A, attached to and forming part of these resource 

consents.   

a. Site preparation, topsoil stripping, overburden removal and storage;  

b. Construction and maintenance of bunds and stockpiles;  

c. Extraction, loading and transportation of material;  

d. Processing of aggregates (including crushing and screening of aggregates);  

e. Combustion products from the operation of 1.04 megawatt of diesel fired generation 

(up to 4 generators);  

f. Stockpiling of aggregates;   

g. Deposition of clean fill;  
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h. Site rehabilitation; and  

i. Movement of vehicles associated with the above activities.  

  

2. For the purposes of these consents:  

a. Quarry activities means the activities listed in condition 1(a) to (i).  

b. Site preparation means the activities listed in condition 1(a) and (b).  

c. Quarrying operations means the activities listed in condition 1(c) to (i).  

3. No quarry activities other than bund construction, site access road(s) construction, 

and vehicle movements associated with either site preparation or travel along 

constructed and sealed site access roads as part of travelling to and from the site 

can occur within 200 metres of any dwelling existing as at 30 April 2020 as shown 

on Plan CRC224104C without the prior written consent of both the owners and 

occupiers of the dwelling.  

4. Aggregate extracted from the site must:  

a. Not exceed 625,000 tonnes in any 12-month period; and  

b. Must not be processed to produce a product type smaller than AP20.  

  

Prior Notice  

5. The consent holder must inform the Canterbury Regional Council, Attention RMA 

Monitoring and Compliance Manager (the CRC Manager) of the date on which these 

resource consents are first exercised.  

6. At least one month prior to commencement of quarry activities authorised by these 

consents, the consent holder or their agent must arrange and conduct a preconstruction 

site meeting with the CRC Manager.  At a minimum, the following must be covered at 

the meeting:  

a. Scheduling and staging of the works, including the proposed start date;   

b. Responsibilities of all relevant parties;  

c. Contact details for all relevant parties;  

d. Expectations regarding communication between all relevant parties;  

e. Site inspections; and  

f. Confirmation that all relevant parties have copies of the contents of these 

consent documents and all associated management plans.  

  

Preliminary Works  

7. The following site management works must be undertaken prior to quarry activities 

commencing:   
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a. The perimeter of the quarry site must be surrounded by secure fencing, with 

lockable access gates;  

b. Warning notices able to be read from a distance of five metres are erected and 

maintained at all entrances to the site stating as a minimum:  

i.  Name of the site; ii.  Name of the owner of the site and a 

contact telephone number; iii.  Groundwater is vulnerable to 

contamination; and  

iv.  Only clean fill may be deposited at this site; general refuse and 

hazardous waste must not be dumped at this site.  

Bund Formation  

8. Prior to commencing quarrying operations, the consent holder must establish vegetated 

earth bunds around the site perimeter, with the exception of site accessways, which 

must remain in place for the duration of quarrying operations (excluding final site 

rehabilitation).  The bunds must be compacted to minimise topsoil loss and be at least 

three metres high, with a one metre wide flat top, abase width of 15 metres and an 

outside slope of no more than 1:3 (one metre vertical to three metres horizontal).  

9. As soon as practicable, but within 14 days following their construction, the bunds must 

be sown or hydro-seeded with grass (or another suitable vegetative cover).  Prior to 

grass (or another vegetative cover) being established on them the bunds must be 

watered when required to suppress windblown dust.  The bunds must thereafter be 

regularly watered for at least five years to ensure grass (or another vegetative cover) is 

maintained for the duration of consent with at least 80 percent coverage.  

  

10. To assist in achieving swift grass or vegetative cover, construction of the bunds must 

take place during the months of May to November inclusive.  

  

Site Rehabilitation  

  

11. Rehabilitation of the site must be undertaken in accordance with the Quarry 

Rehabilitation Plan (QRP) certified by the Selwyn District Council.  

  

Management Plan Certification Process  

  

12. The following Quarry Management Plans must be submitted to the CRC Manager in 

electronic and hardcopy form for certification at least 40 working days prior to the 

commencement of quarry activities:  

a. Dust Management Plan;  

b. Cleanfill Management Plan;  

c. Spill Management Plan; and  

d. Stormwater Management Plan.  
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Advice Note: The certification process is confined to confirming that a Management Plan 

adequately gives effect to the relevant Condition(s).  

13. Subject to Conditions 14 and 16 below, works to which a Management Plan relates 

must not commence until the consent holder has received written certification from the 

CRC Manager.  

14. If the consent holder has not received a response from the CRC Manager within 20 

working days of the date of submission under Condition12, the Management Plan must 

be deemed to be certified.  

15. If the CRC Manager’s response is that they are not able to certify the Management Plan 

they must provide the consent holder with reasons and recommendations for changes 

to the Management Plan inwriting.  The consent holder must consider any reasons and 

recommendations of the CRC Manager and resubmit an amended Management Plan 

for certification.  

16. If the consent holder has not received a response from the CRC Manager within five 

working days of the date of resubmission under Condition 15 above, the Management 

Plan must be deemed to be certified.  

  

Complaints Register  

17. The consent holder must maintain a Complaints Register.  The Complaints Register 

must include details of when a complaint was received, the steps taken by the consent 

holder to investigate the compliant, and any steps taken to address the issue raised. 

The complaints register must be provided to the CRC Manager annually, and must 

otherwise be available to the CRC Manager on request.   

  

For dust complaints the register must must include:  

a. The location where dust was detected by the complainant;  

b. The date and time when dust was detected;  

c. A description of the wind speed and wind direction when the dust was detected 

by the complainant;  

d. The most likely cause of the dust detected; and  

e. Any corrective action undertaken by the consent holder to avoid, remedy or 

mitigate the dust detected by the complainant.  

Consent Condition Reviews  

18. The Canterbury Regional Council may, once per year, on any of the last five working 

days of May or November, serve notice of its intention to review the conditions of these 

consents for the purposes of:   

a. Dealing with any adverse effect on the environment which may arise from the 

exercise of these consents and which it is appropriate to deal with at a later 

stage;  
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b. Amending dust suppression requirements;  

c. Amending suspended particulate (dust) and groundwater monitoring 

requirements;  

d. Ensuring compliance with any relevant National Environmental Standards; and  

e. Avoiding, remedying or mitigating any adverse effects on human health arising 

from suspended particulate matter (including dust and Respirable Crystalline 

Silica) generated by quarry activities.  

Consent Lapsing  

19. The lapsing date for the purposes of section 125 of the Resource Management Act 

1991 is five years from the date of issue of these consents.  

Bond  

20. Prior to the first exercise of these consents, the consent holder must enter into an 

enforceable written agreement acceptable to the Canterbury Regional Council, that 

provides for a bond in favour of Canterbury Regional Council pursuant to sections 

108(2)(b) and 108A of the Resource Management Act 1991. The purpose of the bond is 

to secure the rehabilitation of the site, undertake groundwater monitoring, and 

undertake remediation of any groundwater contamination resulting from quarry 

activities, in the event of any default by the consent holder.  

21. The bond must be a cash bond or bank bond provided by a registered trading bank of 

New Zealand; acceptable to the Canterbury Regional Council.  

22. The bond amount must be sufficient to cover the activities listed in Condition 20.  

23. The consent holder must engage suitably qualified and experienced persons to assess 

the maximum costs of the activities listed in Condition 20 and to subsequently peer 

review that assessment.  

24. The bond amount may be adjusted by the Canterbury Regional Council giving notice on 

the fifth anniversary of the commencement of these consents and every five years 

thereafter.  The consent holder must provide a report to the Canterbury Regional 

Council which addresses whether the bond quantum should be revised.  The purpose 

of the adjustment is to reflect changes in the risk profile of the quarry or to the 

Consumer Price Index.  The Canterbury Regional Council must engage a suitably 

qualified and experienced person to peer review the report and respond within two 

months of receipt of the report on the appropriateness of any proposed revised bond 

quantum.  

25. If the consent holder and the Canterbury Regional Council cannot agree on the terms of 

the bond, the dispute must be resolved through an agreed disputes resolution process 

or referred to arbitration.  

26. The costs of, and incidental to, the preparation of all bond documentation, including the 

Canterbury Regional Council’s costs, must be met by the consent holder.  
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27. If these consents are transferred in part or whole to another party or person, the bond 

lodged by the transferor must be retained until a replacement bond is entered into by 

the transferee to ensure compliance with conditions of these consents.  

28. For the avoidance of doubt, the enforceable written agreement may provide for the 

bond to be held after the expiry of these consents.   

  

  Conditions of Consent  

  

General  

  

1 The discharge of contaminants into air beyond the boundary of the site described in 

General Condition 1 must not be offensive, objectionable, noxious or dangerous.   

  

2 The Quarry Manager, or another nominated person, must be available at all times 

(including outside quarry operation hours) to respond to dust emission complaints and 

issues.   

  

  Dust Management Plan  

  

3 Prior to the commencement of quarry activities, the consent holder must prepare and 

implement a Dust Management Plan (DMP) for the certification of the CRC Manager. The 

certified DMP must be retained on site at all times.  

  

4 The exercise of this consent must be undertaken in accordance with the certified DMP.  In 

the event of any inconsistency between the conditions of this consent and the provisions of 

the DMP, then the conditions of this consent must prevail.  

  

5 The purpose of the DMP is to identify and implement the best practicable option (BPO) for 

avoiding and minimising the release of particulate matter beyond the boundary of the site, 

and to provide detail on how the conditions of this consent will be complied with.   

  

6 Prior to submitting the DMP to the CRC Manager the consent holder must have the DMP 

reviewed by a Suitably Qualified and Experienced Practitioner (SQEP) in air quality to 

confirm that the measures proposed in the DMP are appropriate to achieve compliance 

with conditions of this consent and enable the management of discharge of dust beyond 

the boundary to a level that is not offensive, objectionable, noxious or dangerous.  

  

7 The DMP must include, but not be limited to:  

a. A description of the content and purpose of the DMP;  

b. A description of the dust sources on site;  

c. A description of the receiving environment and identification of sensitive receptors 

within 250 metres of site boundaries;  

d. The methods (including dust reduction through design methodologies) to be used 

for controlling dust at each source during quarry activities;  

e. A description of site rehabilitation methodology;  
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f. A description of dust discharge monitoring requirements and methodology;  

g. A description of procedures for responding to dust and wind condition-based trigger 

levels specified in Conditions 22 and 23 and associated follow up investigations and 

recording of findings;  

h. A system for training employees and contractors to make them aware of the 

requirements of the DMP;  

i. Identifying staff responsible for implementing and reviewing the DMP;  

j. Procedures, processes and methods for managing dust when staff are not on site;  

k. Methods for determining the weather conditions that will trigger a restriction on 

potentially dusty activities;  

l. A method for recording and responding to complaints from the public;  

m. A maintenance schedule for meteorological and particulate (including PM10) 

monitoring instruments;  

n. Separate Standard Operating Procedures (SOPs) dedicated to the management of 

potential dust discharges from specific sources, including but not limited to:  

i.  The Central Processing and Stockpiling Area (CPSA) and 

associated aggregate stockpiles; ii. Site roads – sealed and unsealed; iii. 

Aggregate excavation and cleanfilling areas; iv. Topsoil and overburden 

stripping and stockpiling;  

v. Bund construction and the recontouring of slopes during rehabilitation;  

vi. The automated dust suppression for dust prone areas that can be activated 

outside of working hours;  

vii. Location and calibration of PM10, Respirable Crystalline Silica (RCS) and 

meteorological monitoring equipment;  

viii. Environmental information management for recording, quality assurance, 

archiving and reporting the quantity and types of data including all ambient 

environmental data for wind, rainfall-evaporation, PM10 concentrations, RCS 

concentrations, community feedback, and all data required for dust 

management of the site; and  

o. A copy of the SQEP’s peer review report required under Condition 6.  

  

8 The DMP (including the SOPs) must be reviewed by a SQEP, at least every two years, to 

ensure it remains fit for purpose. Any amendments to the DMP must be subject to 

certification by the CRC Manager in accordance with General Conditions 13 to 16.  
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  Diesel Generator Operation  

  

9  Diesel generators associated with mobile plant must only be used between 7am and 

8pm,excluding any warm up and cool down period. The generators must be serviced at 

least once every year by a person competent in the servicing of such appliances. The 

servicing must include internal cleaning and replacement or repair of damaged equipment 

and services as necessary.   

  

  Planning of Activities  

  

10 The consent holder must assess weather and ground conditions (wind and likely rainfall) at 

the start of each day and ensure that applicable dust mitigation measures and methods are 

ready for use prior to commencing quarry activities for the day.  

  

11 The consent holder must take wind direction and speed into account in planning and 

carrying out work so as to minimise dust dispersion towards any residential dwellings that 

are within 250 metres of the area where quarry activities are planned.  

  

  Monitoring  

  

12 Prior to the commencement of site preparation activities, a meteorological station must be 

installed at the site with instruments capable of continuously monitoring, logging in real time 

and reporting representative metrological data for the site and surrounding area.    

  

  

13 The instruments specified in Condition 12 must be installed and maintained in accordance 

with the manufacturer’s specifications.  The consent holder must keep a record of when 

maintenance is undertaken, and the type of maintenance undertaken.  This record must be 

provided to the CRC Manager upon request.  

  

14 The instruments must be installed on a mast such that their height is at least four metres 

above pre-quarrying ground level with the metrological monitoring being consistent with 

AS/NZS 3580.14:2014 - Methods for sampling and analysis of ambient air - Part 14: 

Metrological monitoring for ambient air quality monitoring applications, except as otherwise 

specified in condition 16.   

  

15 An alarm to site staff (for example via mobile phone) must be provided if the rolling average 

wind speed trigger level in Condition 23 is exceeded.  

  

16 Meteorological monitoring must include:   

a. Wind speed as 1-minute vector averages with maximum resolution of 0.1 metres 

per second (m/s), accuracy of at least within +/-0.2 m/s, and a stall speed no greater 

than 0.5 m/s;  

b. Wind direction as 1-minute vector averages with maximum resolution of 1.0 degree 

and accuracy of at least within +/- 1.0 degree, and a stall speed no greater than 0.5 

m/s;  

c. Rainfall and evaporation as hourly averages with maximum resolution of 1 mm/day 

and accuracy that meets standard good industry practice as specified by the 
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National Environmental Monitoring Standards (NEMS) for Rainfall Recording 

(Version 1.0 June 2013);  

d. Screened temperature with accuracy of +/- 0.5 degree; and  

e. Humidity (%RH) with accuracy of +/- 5 percent.  

  

17 All meteorological monitoring data must be recorded using an electronic data logging 

system and be retained for the duration of this consent and provided to the CRC Manager 

upon request.  

  

18 Prior to the commencement of quarry activities, a permanent real-time PM10 monitor (US 

EPA or Resource Management (National Environmental Standards for Air Quality) 

Regulations 2004 (NESAQ) compliant equipment) must be installed and operated on the 

quarry’s eastern boundary:  

a. The PM10 monitor must be located directly adjacent to the centre of the proposed 

Stage 1 quarrying operations area;  

b. The PM10 monitor must record hourly and 24-hourly average PM10 concentrations; 

and  

c. The consent holder must consult with the CRC Manager regarding the location of 

the PM10 monitor.   

  

19 The consent holder shall undertake monitoring for dust management purposes as follows:  

a. Prior to the commencement of site preparation activities, the consent holder must 

locate a real-time dust monitor (which measures PM10 and PM2.5) on, or near to 

three separate quarry boundary locations being:  

i.  The southeast corner (Dust Monitoring Site #1) 

ii. The southwest corner (Dust Monitoring Site #2) iii. 

The northwest corner (Dust Monitoring Site #3)  

b. On each day that quarry operations are undertaken and in circumstances when a 

residential dwelling is less than 500 metres downwind of quarry operations, the 

consent holder shall locate a real-time dust monitor at a site boundary location, such 

that the monitor is situated between the active quarrying areas and the nearest 

downwind off-site residential dwelling.  

c. In the event that the requirement for monitoring under condition 19(b) can be 

achieved with one of the monitors located as under condition 19(a), then the 

consent holder shall locate the fourth real-time dust monitor at an alternative 

location that is informative for managing dust in relation to the prevailing winds and 

off-site residential dwellings.  

d. The consent holder shall include, as part of the DMP required under condition 7, 

guidance on zones for locating the fourth- real-time dust monitor to achieve the 

above requirements that take into account the quarry stage and off-site residential 

dwellings.  
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e. All real-time dust monitors described in condition 19 shall:  

i. Be of a type that are suitable for dust management but need not meet the 

standard for NESAQ compliance monitoring;  

  

  

ii. Be calibrated annually against the real-time PM10 monitor, which is 

permanently operated at the eastern site boundary, as required by condition 

18; and  

iii. Have a GPS location service (or similar technology) which enables their 

locations to be remotely monitored and recorded.  

  

20 Following the commencement of quarrying operations, the consent holder must design and 

implement a Respirable Crystalline Silica (RCS) monitoring programme in consultation with 

the CRC Manager.  The RCS monitoring programme must be:  

a. Designed to assess compliance with the following standards:  

i.  47 micrograms per cubic metre (µg/m3) 1-hour level of 

RCS; ii. 3µg/m3 annual average level of RCS; and iii.  25µg/m3 

24-hour average level of PM2.5;  

and located at the western edge of the Templeton urban area;  

b. Undertaken for two six-month periods between 1 October and 31 May (inclusive) within 

consecutive years;  

c. Include reporting requirements to the CRC Manager;  

d. Peer reviewed by a Suitably Qualified and Experienced Practitioner (SQEP), with any 

recommendations of that practitioner regarding the design or implementation of the 

programme being adopted; and   

e. Provided to the CRC Manager for certification prior to being commenced.  

  

21 Within two months of the completion of each RCS monitoring campaign, the consent holder 

must prepare a report outlining the results of the programme and any implications of RCS 

generated by quarrying operations for human health, particular for that of the residents of 

Templeton and the occupants of any residential dwellings located with 500 metres of Stage 

1 quarrying operations.  The report must be provided to the CRC Manager, the Canterbury 

District Health Board (CDHB) and members of the Community Liaison Group. The report 

must also be accessible on a publicly available electronic sharing platform.  

  

  Dust Mitigation  

  

22 Quarry activities (except dust suppression measures) within 250 metres of a sensitive 

receptor location must not be undertaken when the wind direction(10-minute average) 

places quarry activities directly upwind of the sensitive receptor location and the wind 
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speed reaches or exceeds 7 m/s.  This does not apply to vehicle movements along the site 

access roads.  

  

23 If at any time, including outside normal operating hours, visible dust is blowing beyond the 

site boundary or if quarry activities cause real time particulate concentrations at the site 

boundaries to reach or exceed a PM10concentration of 150 micrograms per cubic metre, 

as a 1-hour average updated every ten minutes the consent holder must:  

a. Cease all quarry activities outside of the CPSA, aside from vehicle movements 

along the site access roads;  

b. Continue all dust suppression activities including but not limited to the immediate 

watering of both active and inactive exposed surfaces;  

c. Investigate possible sources of the dust;  

d. Only resume the quarry activities ceased under condition 23(a) above, once there is 

no longer visible dust blowing beyond the site boundaries and when the monitoring 

trigger in this condition is no longer being exceeded; and  

e. Notify the CRC Manager within one working day of the dust event, including its 

cause and the dust suppression actions undertaken.  

  

24 If the investigation required under condition 23(c) determines that quarry activities within 

the CPSA or vehicle movements along the site access road are the cause of visible dust 

blowing beyond the site boundary or there is an exceedance of the PM10monitoring trigger 

in condition 23, the consent holder must:  

a. Cease all quarry activities;  

b. Continue all dust suppression activities including but not limited to the immediate 

watering of both active and inactive exposed surfaces;  

c. Only resume the quarry activities ceased under condition 24(a) above once there is 

no longer visible dust blowing beyond the site boundaries and when the monitoring 

trigger in Condition 23 is no longer being exceeded; and  

d. Notify the CRC Manager within one working day of the dust event, including its 

cause and the dust suppression actions undertaken.  

  

25 The consent holder must take all reasonably practicable measures to minimise the 

discharge of dust from quarry activities, including but not limited to:  

a. Assessing weather and ground conditions (wind and dryness) at the start of each 

day and ensure that applicable dust mitigation measures and methods are ready for 

use prior to commencing quarry activities;  

b. Taking wind direction and speed into account in planning quarry activities to 

minimise the risk of dust dispersion towards any residential dwellings that are within 

250 metres of the site boundary;  

c. During site preparation, limiting the height of topsoil, overburden and aggregate 

stockpiles to no more than three metres above natural ground level;  
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d. During quarrying operations, locating stockpiles of processed aggregate within the 

quarry floor area below natural ground level;  

e. Stockpiling processed aggregate products by grade within the quarry floor area;  

f. Not exceeding a maximum aggregate stockpile volume of 200,000 cubic metres at 

any one time;  

g. Setting back all stockpiles associated with fixed and mobile processing plant in the 

CPSA at least 500 metres from site boundaries;  

h. Vegetating, or otherwise stabilising, any long-term stockpiles of topsoil, overburden  

or unprocessed aggregate;  

i. Spraying stockpiles with water;  

j. Sealing the site heavy vehicle access road from the site access to the CPSA, 

sealing the ring road around the CPSA and sealing the light vehicle access road for 

its entirety;  

k. Placing a rumble strip and/or wheel wash on the site heavy vehicle access road to 

assist in removing muddy material from vehicle wheels before they exit the site;  

l. Regularly vacuum sweeping sealed roads and yard areas;  

m. Constructing and maintaining unsealed internal roads so that they are comprised of 

an aggregate base, with surfaces that are graded and free of pot holes;  

n. Using field conveyors as the primary form of transporting aggregate from the active 

quarry face to the CPSA;  

o. Minimising drop heights when loading trucks, conveyor hoppers and when moving 

material;  

p. Pre-dampening top soil and overburden with a water cart or sprinklers prior to its 

extraction and removal;  

q. Carrying out land stripping and land rehabilitation during favorable weather 

conditions when winds are below 7 m/s;  

r. Locating fixed and mobile processing plant in the CPSA, below natural ground level, 

and least 500 metres from site boundaries;  

s. Operating fixed and mobile processing plant in conjunction with water dust 

suppression (either sprays or high-pressure fogging system) fixed to the plant or 

located beside the plant;  

t. Establishing and maintaining shelter belt plants around the site boundaries and 

maintaining existing shelter belts;  

u. Heavy vehicles with aggregate or other quarry material leaving the site must either 
cover their load or have the load dampened with water spray before leaving the site;  

v. For heavy vehicles bringing cleanfill or topsoil loads to the site:  
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i. Consent holder controlled heavy vehicles must have the incoming loads 

covered;  

ii. The consent holder shall, having regard to the Dust Management Plan, take 

all practicable steps to ensure non-consent holder controlled heavy vehicles 

avoid the shedding of loads due to wind or movement by either limiting the 

quantity of the load, or covering, or netting or sheeting – if necessary and as 

appropriate having regard to the nature or type of load and/or prevailing 

wind conditions;  

w. Regularly applying dust suppression measures such as reject ‘pea gravel’ material 

or water to unsealed haul and access roads during any dry or windy conditions 

when dust is likely to be discharged from them;  

x. Undertaking routine site inspections of visible dust emissions throughout each day 

of quarry activities and electronically logging findings and any dust suppression 

actions;  

y. Using pea gravel, reject gravel, pit run gravel, water or dust suppressants on 

exposed surfaces (including aggregate extraction areas, stockpiles, internal 

unsealed roads and loader working areas) as necessary to avoid visible dust 

plumes extending beyond the site boundary;  

z. Maintaining an adequate supply of water and equipment on site for the purposes of 

dust suppression at all times;  

aa. Imposing a speed restriction on all internal roads of 15 kilometers per hour at all 

times and clearly signposting this limit on all internal roads;  

bb. Using water carts as a back-up measure for dust suppression during dry weather; 

and  

cc. Using water from bore M36/0257 on the site together with water stored in tanks or 

similar vessels for dust suppression purposes.  

  

26 The consent holder must install, operate and maintain an automated dust suppression 

system for dust prone areas that can be activated remotely outside of working hours when:  

a. the PM10 trigger level specified within Condition 22 has been exceeded; or  

b. when the wind speed reaches or exceeds 7 m/s.  

  

27 Where the take of groundwater from the existing bore (M36/0257) is reduced in accordance 

with Condition 2(a) or (b) of Water Permit CRC182422, the consent holder must undertake 

dust suppression measures using the reduced bore take, water storage capacity on site 

(i.e. water tanks or similar vessels), and if necessary, chemical dust suppressants.   

  

28 Should the ability to take water authorised under Water Permit CRC182422 cease at 

anytime in accordance with Condition 2(c) of CRC182422, the consent holder must cease 

quarry activities until such time when water can be taken again or, if necessary, undertake 

alternative dust suppression such as utilising water stored on site (i.e. water tanks or similar 

vessels), and/or using chemical dust suppressants.  
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  PM10 Offset  

  

29 Utilising the PM10 monitoring data collected under conditions of this consent, together with 

any other relevant and publicly available air quality monitoring data, the consent holder 

must obtain reports from a SQEP in air quality assessing compliance with Regulation 17(1) 

of the Resource Management (National Environmental Standards for Air Quality) 

Regulations 2004, on at least three occasions, being no later than:  

a. One month after the completion of perimeter bund formation;  

  

b. Twelve months after the commencement of Stage 1 aggregate extraction; and  

c. Five years after the commencement of Stage 1 aggregate extraction.  

  

30 The reports required under Condition 29 (whether they be draft or final reports) must be 

provided to the CRC Manager within five working days of their receipt by the consent 

holder and the reports must at that same time be made publicly available on the consent 

holder’s webpage (fultonhogan.com or any replacement consent holder’s web address) and 

also be provided directly to Community Liaison Group members.  

  

31 Should any of the reports required under Condition 29 conclude that Regulation 17(1) of 

the Resource Management (National Environmental Standards for Air Quality) Regulations 

2004 has been breached by the consent holder’s quarry activities, then all quarry activities 

(with the exception of dust suppression activities) must cease upon receipt of the reports by 

the consent holder and must not resume until a Regulation 17(3) compliant PM10 offset 

developed by the consent holder and certified as appropriate by the CRC Manager has 

been fully implemented.  

  

  
Issued at Christchurch on 30 June 2022  

  
Canterbury Regional Council  

  

  



 

 

  

Plan CRC224104A  



 

 

  

Plan CRC224104B  
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Exercising of Resource Consent CRC224104  

  

It is important that you notify Environment Canterbury when you first 
start using your consent.  
  

 
  

 GRANTED TO:  Fulton Hogan Limited  

A DISCHARGE PERMIT (S15): To discharge contaminants into air from an industrial or trade 

premise or process.  

 LOCATION:  107 Dawsons Road & 220 Jones Road, Templeton   

  

 

  

Even if the consent is replacing a previous consent for the same activity, you need to complete and 

return this page.  

  

A consent can only be made active after the activity has commenced and all pre-requisite conditions 
have been fulfilled e.g. installation of water meter and/or fish screen. If you require further advice, please 
contact our Customer Services section on 0800 324 636 or by email at ecinfo@ecan.govt.nz.  
  

Providing this information will:  

  

• Validate your consent through to its expiry date  

• Minimise compliance monitoring charges  

• Help provide an accurate picture of the state of the environment.  

  

If consent CRC224104 is not used before 03 November 2026 this consent will lapse and no 

longer be valid.   

  

  

Declaration:  
  
I have started using this resource consent.  

  
Action taken (e.g. pasture irrigated, discharge from septic tank/boiler/spray booth etc):  

  

         

  
Date I started using this resource consent (Note: this date cannot be in the future): ____________________  

  
Signed:     Date:          

  

  
Full name of person signing (please print):       

   
  



 

 

  
Please return to:  

  
Business Support  

     Environment Canterbury  
     PO Box 345  
     Christchurch 8140  

  
     Fax: (03) 365 3194  
   Email: ecinfo@ecan.govt.nz   

File:   CRC224104 Customer No: 

EC115664   


